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Circuit Diagram

Package Outlines
Dimensions in mm
Weight: 420 g
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Technische Information / Technical Information
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IGBT-Module
IGBT-Modules

Anhang C-Serie
Appendix C-series
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Modulinduktivitéat
stray inductance module ‘ ‘ Lece ‘ 20 ‘ nH

Gehausemale C-Serie
Package outline C-series

Einschraubfiefe max.@ / /
\ : [\ I 1 ‘—[ I i \l

g‘ BUPEC IGET UL oy zﬁﬂ -

Fed-— ==

Tt = =

( Einschraoubtiefe max.10

—F
(&N
!
70 x 50
0.02-0.2 kanvex
I
50.5
ML 16 16 13.2
‘@ D =
— U 7 1N =
& ] & —
| oo v 7] — o| o
N s \.wy LN 7 o
S Bl =
TR N TF)
NS S
9 11 =
24| |20 29
"7
93
106.4

Appendix_C-Serie_BSM200GA120DN2.xIs
2001-09-20

Appendix C-series



Terms & Conditions of Usage

Attention

The present product data is exclusively subscribed to technically experienced
staff. This Data Sheet is describing the specification of the products for which a
warranty is granted exclusively pursuant the terms and conditions of the supply
agreement. There will be no guarantee of any kind for the product and its
specifications. Changes to the Data Sheet are reserved.

You and your technical departments will have to evaluate the suitability of the
product for the intended application and the completeness of the product data
with respect to such application. Should you require product information in
excess of the data given in the Data Sheet, please contact your local Sales Office
via “www.eupec.com / sales & contact”.

Warning
Due to technical requirements the products may contain dangerous substances.

For information on the types in question please contact your local Sales Office via
“www.eupec.com / sales & contact”.



